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14N39 (Richardson Lake) Phase 1 Repairs – Implementation Plan 

 

 

Meadow 14N39-1 

Reconstruct a rolling dip with sediment trap at the location where sediment is entering the meadow.  Gravel will 

be brought in to reinforce the rolling dip and be spread upslope to fill and cover a gully.  

 

Additional work that will be done at 14N39-1 this year, but not required before road re-opening: Gravel on road 

35-40 yards below the rolling dip. 
 

Meadow 14N39-5 

Reconstruct a rolling dip at the meadow location to prevent water from traveling down the road.  Reconstruct 

one rolling dip approximately 100’ further upslope to allow for water to exit the road rather than traveling down 

the road towards the meadow. Gravel will be used to reinforce the rolling dips. 

 

Additional work that will be done at 14N39-1 this year, but not required before road re-opening: Gravel will be 

spread approximately 50’ above the hardened creek crossing. 

 

Meadow 14N39-7 

Rolling dips will be reconstructed on each side of the creek to divert water from traveling down the road and 

entering the creek. Gravel will be used to reinforce the rolling dips and the approaches to the creek. Wood slash 

from the forest will be scattered on the landing upslope of the road to reduce the potential for sediment input 

from the landing to the road.  

 

Additional work that will be done at 14N39-7, but not required before road re-opening: Fill or harden low spot 

along road/edge with road base and or gravel. If it is determined to be needed based on monitoring, follow-up 

work may include installation of tread blocks on the approaches to the creek.   

 

 

Other road maintenance work on 14N39 

o Reconstruct 1-2 rolling dips at both Meadows 14N39-2 and 14N39-3, but not required in order to re-

open road because they already meet S&G 100.  

 
 
Route to Reopen 
With implementation of the proposed corrective actions, meadows 14N39-1, 14N39-5, and 14N39-7 
along forest road 14N39 will meet Standard and Guideline 100 from the Sierra Nevada Forest Plan 
Amendment.  The corrective actions will result in road 14N39 no longer intercepting, diverting, or 
disrupting natural surface and subsurface flow paths, and will restore hydrologic connectivity of the 
meadows. These locations will be monitored in the spring and fall, and further corrective actions will be 
taken if the meadows are found to be in violation of Standard and Guideline 100.    
 
 
/s/ Vince Pacific 
 
Vince Pacific 
Hydrologist 
Eldorado National Forest 


